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NOTE:
08 1) TRANSITION TO THREE LANE SECTION PAVEMENT SCHEDULE
~LBUS- STA.12+26.49 TO -LBUS- STA.14+26.49
C1 3" S9.5B

2) USE 3:1 FILL SLOPE IN WETLAND AREAS -
VARIABLE —LBUS- STA.11+07.68 (LT) TO -LBUS- STA.12+10.00 (LT) C2 3 S9.5C

—LBUS- STA. 11+07.68 (RT) TO -LBUS- STA.13+00.00 (RT
SLOPE (RT) (RT) c3 | VAR. S9.5B

GRADE TO THIS LINE SEE X-SECTIONS
D1 4" 119.0C

TYPICAL SECTION NO. 2 E1 | 4" B25.0B

E2 | 5" B25.0B

E3 |5 1/2" B25.0B

E4 | VAR. B25.0B

E5 | 4" B25.0C

J1 | 8" ABC

J2 | VAR. ABC

3" CL IV AGG. STAB.

.35 PRIME COAT

5" MONOLITHIC ISLAND

USE TYPICAL SECTION NO. 3 FOR: EARTH MATERIAL

-LBUS- STA.17+00.00 TO -LBUS- STA. 27+00.00

EX. PAVEMENT

NOTE:
1) MILLING WILL BE REQUIRED TO HANDLE PAVEMENT TIE-IN.
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GRADE TO THIS LINE

TYPICAL SECTION NO. 3
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POINT USE TYPICAL SECTION NO. 4 FOR:
02 é 02 , “Y1- STA. 14+11.43 TO -Y1- STA.15+11.43
— *_Y1A- STA.10+75.00 TO -Y1A- STA.14+49.16
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GRADE TO THIS LINE

TYPICAL SECTION NO. 4
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